
The Chargar CorporationManufacturer of Masonry Coatings & Sealants, Construction and Restoration Materials

They are primarily designed as a 
bonding agent to ashere new con-
crete to old surfaces; to rebond or 
weld structural units together; or as 
a matrix to be mixed with sand for 
patching, filling, grouting and gener-
al adhesive work.  
When fully cured, they provide a 
very tough, durable coating of high 
adhesive, cohesive, tensile and 
compressive strength.
These products are resistant to 
water, moisture and most chemicals.

Bonds new concrete or mortar to 
old surfaces.
Interface adhesive to repair or 
bond structural units together.

As a matrix, it may be mixed with 
sand and aggregates for use as a  
   topping or epoxy mortar for        
  surface repairs.

Grouts bolts, machinery and stan-
chions.

Splices prestressed concrete piles, 
grouts beam tendons and connec-
tions.

Seals cracks and voids; or as a 
high pressure injection grout.  

Use on any structurally sound sur-
face as concrete, masonry, metal, 
wood or ceramic tile.

Old Surface does not have to be 
chipped, roughened or scarified.

Bonding strength many times 
greater than best grade of con-
crete.

Non-Shrink.  No interface stress.

Use above or below grade.

Waterproof

Re-bonds delaminated floor top-
ping.

Re-glues laminated wood beams.

MV Grade: Medium viscosity   
for general purpose work.

LV Grade:  Light viscosity for   
hair-line cracks and thin    glue 
line.

HV Grade:  Heavy viscosity HV Grade:  Heavy viscosity   gel 
for larger cracks and    rougher 
surfaces.

If cause of failure is due to structural 
fault, over loading or movement 
consult structural engineer.  Refer to 
technical data chart to determine 
formula best suited to the job.

The surface to which Florok Epoxy   
Adhesive is to be applied must be clean 
and structurally sound.  Remove unsound 
material, dirt, oil or foreign matter by sand 
blasting, scarifying, acid etching, neutral-
izing and flushing with clean water, as 
may be required.  Surface may be damp 
at time of application, but not wet.at time of application, but not wet.

Florok Epoxy Adhesive is supplied as a 
two part system; RESIN A and ACTIVA-
TOR B, properly proportioned as a com-
plete unit.  If less than a full unit is to be 
used, follow mixing instructions on label.  
Thoroughly mix A and B using a slow 
speed electric drill with  a 3” by 3” square 
mixing paddle.  Mix only sufficient materi-
al that can be used within its pot life lim-
itations, (6 minutes to 2 hours), depend-
ing on grade used and ambient tempera-
ture.   (See chart on next page.)




